
Drinking Water Products 

29	 Aqua-Potable Red Rust Treatment  
	 - for treatment of “Red Rust” in Potable water systems

Solves the Red Rust problems associated with drinking water on ships.

Description/Uses/Benefits
•	 Aqua-Potable Water Treatment (PWT) will improve water quality and have no 
	 deleterious effects on taste or colour of water
•	 Treatable problems occurring in potable water include scale formation, iron oxide 
	 precipitation, foam generation and corrosion
•	 PWT is a potable water anti-scale product that is suitable for both hard and soft 
	 water and for hot and cold systems. PWT is based on an inorganic phosphate product
	 that is USDA approved for use in potable water systems and will not cause any 
	 environmental or health problems
•	 PWT is efficient and effective and will give complete protection required in the 
	 modern potable water system. PWT is cost-effective and will give the best anti-scale
	 inhibition available

Dosage
The product should be used at 2 PPM, which should give adequate protection. It should be 
dosed by means of a chemical pump.
The treatment is proportioned in relationship to the quality and quantity of water to be treated 
by means of a dispenser or chemical pump.

Pack Size: PWT is packed in 25litre polydrums

FOR CHLORINATION OF DRINKING WATER SEE CHLORINATION TABLET 
PRODUCTS

Ref. No.  J013-6850-99-180-3598
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73	 Potable Water/Drinking Water Chlorination Tablets

Our drinking water tablets are easier to store than liquid products, easier to handle and  
dose and will not suffer the normal degrading problem with liquids.

•	 For dosing @ 2ppm you will require one tablet per 1620 litres of Water.

If you are unsure of the amount to dose please call Aquamarine for advice.

Potable 3000 Water Purification Tablets are manufactured to an effervescent formulation  
containing sodium dichloroisocyanurate (NaDCC) - an organic chlorine donor with a  
superior disinfection capacity to sodium hypochlorite, a near neutral pH and a simple,  
easy to understand closing system for added safety. The Products are NSF Certified.

Oasis Water Purification Tablets kill bacteria, bacterial spores, cysts, algae, fungi,  
protozoa and virus and are especially lethal to Endamoeba histolytica. The following  
causative water borne organisms amongst others, are killed by Oasis Water Purification 
Tablets: 

•	 Salmonella typhi 
•	 Shigella sonnei 
•	 Escherichia coli 
•	 Vibro Cholerae 
•	 Streptococcus Faecalis 

Pack Size  Pack of 6 x 100 tablets (packed in resealable, water-tight containers for safety)

WATER VOLUME IN LITRES FOR TREATMENT AT SPECIFIC CHLORINE LEVELS

 Chlorine p.p.m

 No. Tablets

 Volume of Water

At 1 p.p.m

 1

 3000

At 2 p.p.m

 1

 1200

At 5 p.p.m

 1

 600

At 10 p.p.m

 1

 300


